
2-14 Chapter 2: Hardware information

Qual if ied Vendors Lists (QVL)

Side(s): SS - Single-sided   DS - Double-sided   CL: CAS Latency

DIMM support:
A - Supports one module inserted into either slot, in Single-channel memory 

configuration.
B - Supports one pair of modules inserted into either the yel low slots or the 

black slots as one pair of Dual-channel memory configuration.
C - Supports two pairs of modules inserted into the yel low and black slots as 

two pairs of Dual-channel memory configuration.

Visit the ASUS website for the latest DDR2-533/400 MHz QVL.

 256  MB  Kingston KVR533D2N4/256 N/A Elpida SS E5116AB-5C-E • • •
 512  MB  Kingston KVR533D2N4/512 N/A Hynix DS HY5PS56821 • • 
 1      G  Kingston KVR533D2N4/1G       N/A Kingston DS D6408TE7BL-37 • • 
 256  M B Samsung M378T3253FG0-CD5 N/A Samsung SS K4T560838QF-GCD5 • • •
 512  MB  Samsung M378T6553BG0-CD5   N/A Samsung SS K4T51083QB-GCD5 • • •
	 512		MB		 Infineon	 HYS64T64000GU-3.7-A	 N/A	 Infineon	 SS	 HYB18T512800AC37SSS11511	•	 •
	 512	 MB	 Infineon	 HYS64T64000HU-3.7-A		N/A	 Infineon	 SS	 HYB18T512800AF37FSS29334	•	 •	 •
	 512	 MB	 Micron	 MT	16HTF6464AG-53EB2		N/A	 Micron	 DS	 D9BOM	 •	 •	
 512 MB Corsair VS512MB533D2 N/A Corsair DS MIII0052532M8CEC • • 
 512 MB Elpida EBE51UD8ABFA-5C-E N/A Elpida SS E5108AB-5C-E • • •
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