
54Mbps

(WL-330g)

Quick Start Guide

®



2



3

 WL-330G 
 IEEE 802.11g 

D S S S
Orthogonal Frequency Division Multiplexing OFDM

 54Mbps IEEE802.
11b

 WL-330g 

 WL-330g 

 WL-330g WL-330g

100V~240V

USB 

RJ-45 

WL-330g 

 WL-330g 

 RJ-45 10Base-T/100Base-T

 IEEE 802.11b/g 

 TCP/IP 



4

1.  RJ-45  WL-330g 

2.  RJ-45  hub
ADSL/Cable router 

3.  WL-330g  DC-IN 

4.  WL-330g 

5.  hub ADSL/Cable  router 
 DC-IN 

6.  DC-IN  hub ADSL/Cable  router
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USB
1.  RJ-45  WL-330g 

2.  RJ-45 /
hub ADSL/Cable router 

3. USB  WL-330g DC-IN

4. USB  USB /
hub ADSL/Cable  router 

5. / WL-330g
 hub ADSL/Cable router  DC-IN 

6.  hub ADSL/Cable router 
WL-330g  USB 
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 WL-330g 

WL-330g

Setup.exe

Uninstall ASUS WLAN AP Utilities

Run Windows Setting Utility
Wireless Setting Utility

Read/Install Quick Start Guide and User s Manual /
 PDF 

Explore this CD

Browse out Web Site

Installation Langurage

 EXIT 

1.

2.
Install ASUS WLAN

Utilities

3.
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1.

2. Wireless Sett ing
Utility

3.

AP Ethernet adapter
Windows

Windows

1.  WL-330g 

2. Windows
> > ASUS

Utility > Wireless AP >
Wireless Setting

A S U S
Wireless Setting

3.
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AP

1.
 WL-330g  SSID

MAC  IP 

2.
(P) password

a d m i n

R e m e m b e r  m y
password

 SSID 

3.  (SSID)

E n c r y p t i o n
WEP 

O K

password
Remember my password
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4.  WL-330g 

OK

5.  W L -
3 3 0 g  

OK

Web Configuration
Utility

6.
 WL-330g 

7.
 WL-330g 

Finish
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1.

 WL-330g 
Configure

 WL-330g 

2.
(P) admin

Remember my
password option

OK

3.

 WL-330g 
 Ethernet adapter

.

 

Ad-hoc
  

. Add



11

4. WL-330g 

S S I D
OK

5.

Pre fe r red
Network

6.  WL-330g 7.

Finish

Encryption  WL-330g 
 WL-330g 
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1. >  > ASUS Utility > Wireless AP
> Wireless Setting

2.

3.
admin

4.  Proxy

5.

6.
 admin

OK

1.  IE 

2.  Proxy

3.  http://192.168.1.1  192.168.
1.1  <Enter> 

 WL-330g  AP 
 WL-330g  AP 

 WL-330g 
IP  IP  WL-330g 
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AP

 WL-330g AP
AP

 
 AP 
 AP 

 reset 5

 reset 
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AP Operation Mode

 WL-330g  802.11b  802.11g 
 Mixed  WL-330g 

 802.11b/g 

 1 WL-330g 

WL-330g  Wi-Fi Protected Access WPA -PSK

Temporal Key Integrity Protocol TKIP

 WPA-PSK 

1. Authentication Method
WPA-PSK

2. 8~63  alpha-numeric 
Passphrase

3. WPA Re-key Timer
1 ~ 2 1 4 7 4 8 3 6 4 7

WPA 

 

 B IEEE 802.11b

 G IEEE 802.11g

 Mixed IEEE 802.11b IEEE 802.11g



15

 MAC MAC Access Control
MAC WL-330g

 WL-330g 

1.   Only allow Station with Mac listed below to
access this device  MAC 

2.  MAC  WL-330g 
Apply

Accept association requests from any station
 WL-330g 
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 Firmware Upgrade 
 regulation domain

1.

2.  Log In

1.

2. Fireware Upgrade

3. Browse

4. Upgrade.A Fireware
Upgrading!
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Simple Setup
 WL-330g  SSID Station

mode Transmission rate Security
 MAC cloning MAC  Botten scan

mode

Button Scan Mode
 WL-330g 

device reset button

WL-330g
 Ethernet Adapter
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Site Survey  Station Status
 WL-330g 

Button Scan Mode
 Profile Table 

Button Scan Mode

 16 
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 WL-330g
DHCP

 WL-330g 

1.  WL-330g AP SSID
AP_xxxxx  WL-330g

2. RJ-45  WL-330g 

3. Site
Survey

4.  WL330g 

5.  IP 

 WL-330g  SSID 

 ADSL  Cable
 WL-330g 

1.  WL-330g AP SSID
AP_xxxxx  WL-330g

2.  RJ-45  WL-330g 
 ADSL  Cable 

3. Site
Survey

 Infrastructure mode

4.  WL-330g 

5.  IP 
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 WL-330g  Xbox PlayStation 2  set-top box

1.  WL-330g  SSID  ANY

2.  WL-330g AP  WL-
330g

3.  RJ-45  WL-330g 
Xbox PlayStation 2  set-top box  RJ-45 

4.  Xbox PlayStation 2  set-top box  IP 

�

 WL-330g AP

 WL-330g MAC cloning  MAC
W i r e l e s s

Setting Utility  MAC Cloning 

1

 
 IP

 IP xDSL1 ISP IP ISP
 PPPoE2 PPPoE

 IP xDSL IP ISP

 DHCP DHCP
 DHCP3 IP 253
 xDSL/Cable


