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Specifikaciju kopsavilkums

Ttkla Standarts

Darbibas Frekvence

Datu Parraide

Darbibas Kanals

Pieslagvietas

EZSetup poga

BaroSanas Bloks *

Drosiba

Pieejas Kontrole

Ugunsmiris

Pakalpojuma
Kvalitate

Tikla Parvalde

Temperatira

Mitrums

IEEE 802.11b, |IEEE 802.11g, IEEE 802.3, IEEE802.3x, IEEE
802.3u, IEEE 802.1x, |[EEE 802.11i, IPv4, IPv6, CSMA/CA,
CSMA/CD, ICMP

2.4G ~ 2.5GHz

802.11g: 6, 9, 12, 18, 24, 36, 48, 54Mbps
802.11b: 1, 2, 5.5, 11Mbps

11 Z. Amerika, 14 Japana, 13 Eiropa (ETSI)

WAN x 1, LAN x 4 RJ45 prieks 10/100 BaseT, 1 x USB2.0
prieks Printera KoplietoSanas(WL-520GU only)

Atbalsta Atskirigas Antenas, 1 x Atgriezenisks-SMA antenas
savienotajs

Automatiska SSID un WEP vai WPA Konfiguracija

WL-520GU: DC: +5V ar maks. 2A stravu
WL-520GC: DC: +9V ar maks 1A stravu

WEP-64bitu, WEP-128bitu, WPA-Personal, WPA2-Personal,
WPA-Auto-Personal (TKIP. AES. TKIP+AES), WPA-Enterprise,
WPA2-Enterprise, WPA-Auto-Enterprise (TKIP. AES. TKIP+AES),
Radius ar 802.1x

MAC-Iimena Pieejas Kontrole, lenakoso/lzejoso IP Filtrs

NAT Ugunsmuris, SPI (Pakesu Stavokla Parbaude) Ugunsmiris,
WAN Pinga Kontrole

BOD ( tikai WL-520GU), WMM

Atbalsta UPnP, DHCP Serveri, DNS Proxy, NTP Klientu,
[}DNS, Port Triggeri, Virtualo Serveri, Virtualo DMZ, VPN
Skérsosanu

Darbiba: 0~40°C Glabasana: -30~50°C

Darbiba: 50~90% Glabasana: 20~90%

* Lietojiet tikai iepakojuma ieklauto barosanas adapteri.
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1. lepakojuma Saturs

+ WL-520GU/GC Bezvadu Marsrutizétajs x 1
+ Barosanas Adapteris x 1

+ Paligprogrammu CD x 1

* RJ45 Kabelis x 1

+ Aréja Antena x 1

« Atras Uzsak$anas Pamaciba x 1

2. ADSL Modema un Bezvadu Marsrutizétaja Savienosana

1) Vadu SavienoSana

Antena
o Sienas Elekiribas Kontakis USB
EZ Setup
AtiestatiSana  LAN arosana

L e

2]

Piezime: Lietojiet tikai iepakojuma ieklauto barosanas adapteri. Citu adapteru
~  lietoSana var sabojat ierici.

/ Piezime: lerice augstak redzamajos attélos ir domata tikai atsaucei. Ladzu Tstajam
produktam skatiet savu iepakojumu.
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2) Stavokla Indikatori

PWR AR wAN AN
T !

PWR (Barosana)

Izslégts Nav baroSanas

leslegts Sistéma ir gatava

Léni mirgo Nav izdevusies programmatdras atjaunosana/ Atjauno$anas ReZims

Atri Mirgo Darbojas EZSetup / Atjaunosanas Rezims
AIR (Bezvadu Trkls)

Izslegts Nav baroSanas

leslegts Bezvadu sistéma gatava / Radio-izslégts

Mirgo Parraida vai sanem datus (Caur Bezvadu Tiklu)
WAN (Teritorialais T1kls)

Izslegts Nav baro$anas vai fiziska savienojuma

leslegts Ir fizisks savienojums ar Ethernet tTklu

Mirgo Parraida vai sanem datus (Caur Ethernet kabeli)
LAN 1-4 (Lokalais T1kls)

Izslegts Nav baro$anas vai fiziska savienojuma

leslegts Ir fizisks savienojums ar Ethernet tTklu

Mirgo Parraida vai sanem datus (Caur Ethernet kabeli)

3) Opcija Uzmontésanai pie Sienas

Pamata ASUS WL-520GU/GC Bezvadu MarSrutizétajs ir domats novietoSanai uz
plakanas virsmas, tadas k& dokumentu skapis vai gramatu plaukts. lerici var arT parveidot
uzmontésanai uz sienas vai griestiem.

Lai uzmontetu ASUS Bezvadu Marsrutizetaju uz sienas, sekojiet Siem soliem:
Atrodiet apaksa divos montésanas akus.

Atziméjiet divus augséjos caurumus uz plakanas virsmas.

Nostipriniet divas skraves ITdz ir atklatas tikai %4”.

Aizkabiniet ASUS Bezvadu Marsrutizétaju uz skravém.

H> Lo~

/ Piezime: Ja nevarat uzkabinat ASUS Bezvadu Marsrutizétaju uz skravem vai tas ir
par valigu, noreguléjiet skrives.
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3. Uzsaksana

ASUS WL-520GU/GC Bezvadu Marsrutizétajs ar atbilstosu konfiguraciju var atbilst vairakiem
darba scenarijiem. Var bat nepiecieSamas izmaintt noklusétos Marsrutizétaja iestatijumus lai tie
atbilstu individualajam nepiecieSamibam. Tade| pirms ASUS Bezvadu Marsrutizétaja lietoSanas
parbaudiet ta pamata uzstadijumus lai parliecinatos ka tie darbojas jusu vidé.

ASUS atrai bezvadu konfiguracijai piedava palrgprogrammu EZSetup. Ja jds vélaties sava
Bezvadu tikla konfiguracijai lietot, sTkakai informacijai skatiet 6 nodalu.

/ﬁ Piezime: Pirmajai konfiguracijai ir ieteicams lietot vadu savienojumu no iespéjamajam
< problémam sakara ar bezvadu nesadertbu.

1) Vadu Savienojums

The ASUS WL-520GU/GC Wireless Router is supplied with an Ethernet cable in the package.
Since the ASUS Wireless Router has integrated auto-crossover function, therefore, you can
use either straight-through or crossover cable for wired connection. Plug one end of the cable
to the LAN port on the rear panel of the router and the other end to the Ethernet port on your
PC.

2) Bezvadu Savienojums

Bezvadu savienojuma nodibinaSanai, jums ir nepiecieSsama IEEE 802.11b/g atbalstosa WLAN
karte. Bezvadu savienojuma izveidoSanai skatiet savas bezvadu kartes lietoSanas pamacrbu. Péc
nokluséjuma ASUS Bezvadu Marsrutizétaja SSID ir ,default” (zemaja $rifta), SifréSana ir izslégta
un tiek lietota atvérta autentifikacija.

3) IP Adreses uzstadisana Vadu vai Bezvadu Savienojumam

Lai pieklatu WL-520GU/GC Bezvadu Marsrutizétajam uz jasu vadu vai bezvadu klientiem jabat
uzstaditiem pareizajiem TCP/IP iestatijumiem. Uzstadiet klientu IP adreses viena apakstikla.

IP adresu Automatiska sanemsana

ASUS Bezvadu Marsrutizétaja ir integréta DHCP servera funkcija, tadél jus varat sanemt

savas IP adreses automatiski no ASUS Bezvadu e a— |
Marsrutizétaja. —
/ Piezime: Pirms jasu PC parlades, ieslédziet bez- e
~ vadu Marsrutizétaju un parbaudiet lai tas ir darba e . e sy
stavokir. e

IP adreSu Manuala uzstadisana

Bk % o e g mar

b e Bl g £ o s

Lai uzstaditu manuali IP adresi, jums ir jazina ASUS
Bezvadu Marsrutizétaja noklusétie iestatrjumi:

+ |P adrese 192.168.1.1
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+ Apakstikla maska 255.255.255.0

Lai uzstaditu savienojumu ar manuali nozimétu
IP adresi, jusu CP un bezvadu marsSrutizétajam
jaatrodas viena apakstrkla:

+ IP adrese: 192.168.1.xxx (xxx var bat jebkurs
numurs starp 2 un 254. Parliecinieties ka IP
adresi nelieto citas ierces)

+ Apakstrkla maska: 255.255.255.0 (tada pati ka A
wL-520GU/Ge)y | e e

- Varteja: 192.168.1.1 (WL-520GU/GC IP adrese) bl

+ DNS:192.168.1.1 (WL-520GU/GC), vai arT tewd
noziméjiet jasu tikla zinamu DNS serveri. [T |

4) Bezvadu Marsrutizétaja KonfiguréSana

| Intermet Connection Status

T — -
) Favtomeca CEXTES
== [ty vy it
levadiet jasu tTkla parldka sekojo$o
adresi: http:/192.168.1.1 ==
Nokluséjumi

User name (Lietotaja vards): admin
Password (Parole): admin

Airsbans Hems Balemay

Péc pieteikSanas jus varat redzét ASUS Bezvadu MarSrutizétaja majas lapu.
Majas lapa attélo atras saites bezvadu mar$rutizétaja konfigurésanai.



WL-520GU/GC Plasa Diapazona Gi

B ju Marsrutizétajs - Lietotaja Pamaciba

5) Atra Uzstadi$ana

Lai saktu atro uzstadisanu, klikskiniet Next (Talak) lai
ieietu ,Atras Uzstadisanas” lapa. Sekojiet instrukcijam lai
uzstadrtu ASUS Bezvadu Marsrutizétaju.

1. lzvélieties savu laika zonu un
kliksSkiniet Next (Talak).

2. ASUS Bezvadu Marsrutizétajs
atbalsta piecu veidu ISP
pakalpojumus: kabelis, PPPoE,
PPTP, statiskais WAN IP, un
Telstra BigPond (to atbalsta tikai
WL-520GU/GC). Izvélieties savu
piesléguma tipu un lai turpinatu
klikkiniet Next (Talak).

Kabela vai dinamiska IP
lietotajiem

Ja jus lietojiet kabela ISP pakalpojumus,
izvélieties Cable Modem or other
connection that gets IP automatically
(Kabelmodems vai cits savienojums,
kas automatiski sanem IP). Ja jusu
ISP ir iedevis jums resursdatora vardu,
MAC adresi un sirdspulsa servera
adresi, ievadiet o informaciju laukumos
iestatTjumu lapd; ja né, klikskiniet Next
(Talak) lai izlaistu o soli.

PPPoE lietotajiem

Ja jus lietojat PPPoE pakalpojumu,
izvélieties ADSL connection that
requires username and password
(ADSL savienojums kuram ir
nepiecieSams lietotaja vards un
parole). Jums ir jaievada jasu ISP
dotais lietotaja vards un parole. Lai
turpinatu klikskiniet Next (Talak).

i
F -

F st Brdim w8 el e e B e T g

7 AR e e S g ey bl g B bwn YT

AR e e B g e s i bl B e g FPT

AR, o e v g st e e F asirn

Pt tforsmmts Ry by 450

A rap g Sw EE e e aw .

ey - e . e, it 1
g i Py et
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PPTP lictotajiem

Ja jus lietojat PPTP pakalpojumu, - herpen
izvélieties ADSL connection that i e hera36@adsiomon
requires username, password and IP ot e i

address (ADSL savienojums kuram ir

nepiecieSams lietotaja vards, parole un
IP adrese). levadiet jasu ISP doto lietotaja
vardu, paroli un IP adresi. Lai turpinatu it |

Kiikskiniet Next (Talak). PP ou sl el et Y

b e

Statiska IP lietotajiem T
Jajus lietojat ADSL vai citu savienojumu kas | T T T

lieto statisko IP adresi, izvélieties ADSL or EE E

other connection type that uses static s -

IP address (ADSL vai cits savienojums Ptk ey FeRi

kurs lieto statisko IP adresi. levadiet jisu | ===t "

ISP doto IP adresi), apakstikla masku un Lepsuuazad rrnl

nokluséto varteju. Jas varat noradit DNS —

serverus vai art iegat DSN informaciju S
automatiski.

3. Péc savienojuma tipa iestatiSanas
pabeigSanas jus varat uzstadit bezvadu
saskarni. Nosakiet sava bezvadu
marsrutizetaja SSID (Pakalpojuma
|dentifikators), kas ir unikals Reirhy
identifikators, kurs tiek pievienots sisanre
visam caur WLAN sutrtajam paketém.

T Ry 1 e

W Ry e S

|dentificetajs emulé paroli bridi kad P ——
ierfce censas sazinaties caur WLAN ar .
jasu bezvadu marsrutizétaju. sy e

Ja j0s vélaties aizsargat parraidrtos datus, |zvélieties Security Level (DroSibas LTmenis) lai
iespéjotu SifréSanas metodes.

Medium (Videjs): Pieslégties josu bezvadu marsrutizétajam un parraidit datus lietojot
64bitu un 128 bitu WEP atslégas SifréSanu var tikai lietotaji ar vienadiem WEP atslégas
iestatTjumiem. Konfigurgjiet iestatijumus Ka Atvérta Sisttma/WEP, nevis Dalita Atsleéga/WEP.

High (Augsts): Pieslégties jisu bezvadu marsrutizétajam un parraidit datus lietojot TKIP
SifréSanu var tikai lietotaji ar vienadiem WPA pre-shared atslégas iestatrjumiem.
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4. levadiet Cetrus WEP atslégu komplektus
WEP Atslégu laukumos ( heksadecimalie
skait|i prieks 64bitu WEP, 26
heksadecimalie skaitli prieks 128bitu WEP).
Jus varat |aut sistémai generét atslégas
ievadot atslégas frazi. Pierakstiet Atslégas
frazi un WEP atslégas piezimju gramatina
un spiediet Pabeigts.

Pieméram ja més izvélamies 64bitu
SifréSanas reZzimu un ievadam 11111 ka
Atslégas frazi WEP atslégas tiek raditas
automatiski.

5. Kiikskiniet Save&Restart (Saglabat
& Parladet) lai parladétu bezvadu
marsrutizétaju un aktivizétu jaunos
iestatTjumus.

T

T g 1 100 6 B i
R g ] 710 1 B
TSP Koy 1 11 2 1 Bt
P g d 00 e i

arp

6. Savienosanas ar bezvadu marsrutizétaju caur bezvadu trklu.

Lai savienotos ar bezvadu marsrutizétaju no bezvadu klienta jas varat lietot Windows
Bezvadu Nulles Konfiguracijas pakalpojumu lai uzstadrtu savienojumu. Ja jus uz sava datora
lietojat ASUS Bezvadu Karti Jas bezvadu pieslégumam varat lietot Viena Pieskariena Veidna
paligprogrammu no WLAN Kartes atbalsta diska.

ASUS WLAN kartes konfiguréSana ar Viena Pieskariena Veidni

Ja jds esat uzstadijis ASUS bezvadu karti kopa ar tas paligprogrammam un draiveriem, klikSkiniet
Start -> Programes -> ASUS Utility-> WLAN Card -> One Touch Wizard (Sakt -> Programmas ->
ASUS Utilitas -> WLAN Karte -> Viena Pieskariena Veidnis) lai palaistu Viena Pieskariena Veidna

palrgprogrammu.
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1) Izvélieties Connect to an existing

wireless LAN (Station) radio

(Savienoties ar esosu LAN radio) pogu

un lai turpinatu klikskiniet Next.

Bt e e
———

[T T

4Tt e s |48 [t

3) Uzstadiet savas WLAN kartes

autentifikaciju un Sifrésanu tadu pasu ka
WL-520GU/GC. leprieksgjos solos Key
Length (Atsleégas Garums) ir 64 bits

(64biti), Passphrase (Atslégas Fraze) ir
1111. Lai turpinatu klikskiniet Next (Talak).

e T I e e
e =Tty

i
!
L4
L

5) Uzstadiet savas WLAN kartes IP

saskana ar sava tikla stavokli. Péc
uzstadisanas pabeigSanas klikskiniet
Finish (Pabeigts) lai izietu no Viena

Pieskariena Veidna.

2) Viena Pieskariena Veidnis meklés un
atradis visus pieejamos AP saraksta
Pieejamie Tikli. Izvélieties WL-520GU/
GC un lai turpinatu spiediet Next (Talak).

4) Paris sekundés bezvadu karte asociéesies
ar WL-520GU/GC. Klikskiniet Next (Talak)
lai uzstadrtu jasu WLAN kartes TCP/IP.
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WLAN kartes konfiguréSana ar Windows® WZC Servisu

Ja jus nelietojat ASUS bezvadu karti jds varat uzstadit bezvadu savienojumu lietojot
Windows Bezvadu Nulles Konfiguraciju (WZC) Servisu

1) Divreiz noklikskiniet uzdevumu josla 2) levadiet 10-skait|u atslégas kuras
uz bezvadu tikla ikonas lai redzétu jus esat uzstadjis uz sava bezvadu
pieejamos tTklus. lzvélieties savu bezvadu marsrutizétaja un klikskiniet Connect
marsrutizétaju un Klikskiniet Connect (Savienojums) bis pabeigts paris
(Savienojums). sekunzu laika.

7. Paplasinato iespéju konfiguréSana.

Lai redzétu un pielagotu citas josu bezvadu
marsrutizétaja iespéjas, ieejiet WL-520GU/GC
Trkla konfiguracijas lapa. Klikskiniet uz
izvélnes objektiem lai atvértu apaksizvélni

un sekojiet instrukcijam lai uzstadrtu
marsrutizétaju. Novietojot kursoru virs katra
objekta paradisies padomi.
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4. Bezvadu Marsrutizétaja lespéjas
S nodala piedava piemerus dazam bieZi lietotam marsrutizétaja iespéjam. Jis
varat uzstadrt Sts iespéjas caur jasu Ttkla parlaku. :

1) Velama Darbibas ReZima lzvéléSanas

System Setup - Operation Mode

ASLIS Wireless Router supports three opecation modes Lo meet different regurements lrom
diffarent group of people. Please selact the mode that match your situation.

In this moda, we sUppoEe yvou use ASUS Wireless Router to connect to
Intamet throwgh ADSL ar Cable Madem. and, there art many paople in
your gnvegnment share the same 1P to [SP
= Home Gateway Explaining with technical tarms, gateway mods is . NAT is anabad, WaN
cannection 18 allowed by usng PPPoE, or DHCP chent, or static [P, In
addivan, some features which ara useful for home user, such as UPnP
and DONS, art supportad

In Bauter made, we Suppase You uge ASUS Wiralass Bouter £o connect

Lo LAN in youw' Company, S0, you cin et up routing protocol 1o met

- yvaur requeernant i affice.

) Houtes : 4
Explairing with techmical terms, router mode is, NAT & Gsabled, static
routing pratocol are allowed to set

I Access Ponl mode, all 5 Ethermet ports and wiraless dewvices are el
to locate in the same local area network. Those WaAN related functions
are not supportad herne.

O Access Paint
Explaining with technical terms, access paint mode is, NAT is disabled,
ong wan port and four lan ports of ASUS wirgless Router ané bridged
tagethear

[Aewly |

1) Bezvadu Sifré§anas Uzstadisana

WL-520GU/GC piedava SifréSanas un autentifikacijas metozu komplektus

atskirrgam majas, SOHO un komercdarbibas lietotaju vajadzibam. Pirms WL-
520GU/GC SsifréSanas un autentifikacijas iestatisanas, sazinieties ar savu trkla
administratoru padomam.

Klikskiniet Wireless -> Interface (Bezvadu -> Saskarne)
lai atvéertu konfiguracijas lapu.
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Wireless - Interface

whaln WL520GU

Chamnair A

Wlitess Mada! AdlL - o Proteccen
Boitlan i cafie n BBr el WA

WHA Facrmpson: TeE -

A Py Berred g —
WP Encrypilar WEP Bty &

P b

WEP Eay I [ on 28 ban dighi —

WER ey 3 090 cr 2% e diginic

b

Hay lmalan

ensesih By Fotarien el

Fainis Fnas gy

Sifresana
WL-520GC/GU piedava sekojosas Sifré§anas metodes: WEP-64bitu, WEP-
128bitu, WPA-Personal, WPA2-Personal, WPA-Auto-Personal (TKIP. AES.
TKIP+AES), WPA-Enterprise, WPA2-Enterprise, WPA-Auto-Enterprise (TKIP.
AES. TKIP+AES), Radius ar 802.1x
WEP apzimé Vadu Savienojumam Lidziga DrosTba, tas lieto 64bitu vai 128bitu
statiskas atslégas lai Sifrétu datus bezvadu parraidei. Lai uzstaditu WEP atslegas,
uzstadiet WEP Encryption (WEP Sifresanu) uz WEP-64bits (WEB-64biti)
vai WEP-128bits (WEP-128biti) un ievadiet ¢etrus komplektus ar WEP Keys
(WEP Atslegam) (10 heksadecimalie skaitli prieks 64-bitu atslégas vai ari 26
heksadecimalie skaitli prieks 128-bitu atslégas). Jus varat laut sistémai generét
atslégas ievadot Passphrase (Atslégas frazi).
TKIP apzimé Pagaidu Atslégas Integritates Protokolu. TKIP dinamiski
rada unikalas atsleégas lai Sifrétu katru bezvadu sesijas datu paketi.
AES apzimé Paplasinatu Sifré§anas Standartu. Sis risinajums piedava
drosaku aizsardzibu un palielina bezvadu Sifrésanas sareZgitibu.
TKIP+AES tiek lietoti kad tTkla atrodas gan WPA gan WPA2 klienti.

WPA-Personal aizsarga no neautorizétas piekluves tiklam, izmantojot
uzstaditu paroli.

WPA-enterprise apstiprina tikla lietotajus caur serveri.

13
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f,._l WL-520GU/GC Plasa Diapazona Gi Bezvadu Marsr

Autentifikacija
WL-520GU/GC atbalstrtas metodes ieklauj: Open (Atvérta), Shared-key, WPA-
Personal, WPA2-Personal, WPA-Auto-Personal (TKIP.AES. TKIP+AES), WPA-

enterprise, WPA2-Enterprise, WPA-Auto-Enterprise (TKIP.AES TKIP+AES), un
Radius with 802.1x (Radius ar 802.1x).

Open (Atvérta): ST izvélne atspéjo bezvadu trkla autentifikacijas aizsardzrbu.
Shared-Key: Sis reIms izmanto autentifikacijai pasreizéjas WEP atslégas.

WPA-Enterprise, WPA2-Enterprise, WPA-Personal, WPA2-Personal, WPA-
Auto-Personal: WPA apzimé Wi-Fl Aizsargata Piekluve. WPA piedava

divus drosibas rezimus: WPA komercialajam trklam, un WPA-PSK majas

un SOHO lietotajiem. Komercialajam trklam WPA lieto autentifikacijai

jau eksistejosu RADIUS serveri; majas un SOHO lietotajiem tas piedava
lietotaju identifikacijai leprieks-lzdalitu Atslégu (PSK). leprieks-

IzdalTta Atsléga sastava no 8 ITdz 64 simboliem.

Radius with 802.1x (Radius ar 802.1x): LTdzigi ka WPA, Sis risinajums art
autentifikacijai lieto RADIUS serveri. AtSkirtba ir SifréSanas metodés: WPA lieto

TKIP un AES sifréSanas metodes, kamér RADIUS ar 802.1X nepiedava sifréSanu.

Kad ir uzstadrta autentifikacija un SifréSana, klikskiniet Pabeigts lai saglabatu
iestatTjumus un parladétu bezvadu marsrutizétaju.

3) Jusu LAN Virtuala Servera UzstadiSana

Virtualais Serveris ir TTkla Adreses Translacijas (NAT)
funkcija, kas parvérs LAN atrodosSos datoru par serveri
atjaujot noteiktu pakalpojumu datu paketes, tadas ka HTTP,
no interneta.

1. Klikskiniet NAT iestatTjumu mapé Virtual Server (Virtualais Serveris) NAT lestatrjumi, lai
atvertu NAT konfiguraciju lapu.

mtermat Firgwall

2. lzvélieties Ja lai iespéjotu
virtualo serveri. Pieméram, ja
resursdators 192.168.1.100
ir FTP serveris kuram ir
japieklust Interneta lietotajam,
tas nozimé ka visas paketes
no interneta ar galamérka
portu 21, tiks novirzitas uz
8o datoru. Uzstadiet Labi-
pazistamo aplikaciju uz FTP. = |resssms 1w Yor
Portu diapazonus 21, Lokalo G
portu uz 21, Protokolu uz TCP.

Umbls Vi

ey e

Wirtuad Server List

B b g

tprsaed  Dewrimben

(LR L L " = NIF Serwir [H) I

3. Klikkiniet Finish (Pabeigts). Festne | Fuith ] Yot | ‘

4. Klikskiniet Save & Restart
(Saglabat & Parladet)
lai parladétu bezvadu Pl (het EovaRaezat LR Trco T e e
marsrutizétaju un aktivizétu 7 =)
iestatrjumus.

Save & Restarl
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4) Jasu LAN Virtualas DMZ lestatiSana

Lai paklautu ieks€jo resursdatoru Internetam un padaritu visus $a resursa piedavatos
servisus pieejamus arpuses lietotajiem, jums ir jaiespéjo Virtuala DMZ funkcija lai
atvértu visus resursa portus. ST funkcija ir noderfga kad resursdators pilda vairakas
lomas, tadas ka HTTP servera un FTP servera. Tomér $§ada rictba padara jasu tiklu
mazak drosu.

7 Piezime: Kad ir iespéjots virtualais DMZ, WL-520GU/GC
E bezvadu/vadu klienti nebus aizsargati.

1. Klikskiniet NAT lestatijumu izvélné Virtual DMZ (Virtuala
DMZ).

2. levadiet resursa IP adresi
un Klikkiniet Finish

(Pabeigts). ot o
W Edderm el baposcd Shalim T2 Wl 1 M
3. Klikskiniet Save & Eave & Restait
Restart (Saglabat & Rarveiliowia il kv ol S Py s atvirged B AL it S e ot
Parladet) lai parladetu P JA0E i) Fal T e,
bezvadu marSrutizétaju i s

un aktivizétu iestatijumus.

5) DDNS Uzstadisana

DNS statisko IP izmantojosam resursdatoram asociéties ar doména vardu;
dinamiska IP lietotaji art var asociéties ar doména vardu lietojot

dinamisko DNS (DDNS). DDNS ir nepiecie$ama registracija konta radi$ana
DDNS piegadataja tikla lapa. DDNS serveris atjauno josu IP adreses
informaciju ITdzko jums tiek noziméta jauna IP adrese. Tadejadi,

Interneta lietotajs var vienmér piek|dt jasu trklam.

1. Klikskiniet IP Config mapé Miscellaneous
(Dazadi).

2. lzvélieties Ja lai iespéjotu
DDNS serveri. Ja jums nav
DDNS konta, klikkiniet
Free Trial (Bezmaksas
Izméginajums) lai

Eralin e [OWS (e sl

Sarawr

pieregistrétu izmegingjuma
kontu.

15



WL-520GU/GC Plasa Diapazona Gimenes Bezvadu MarSrutizétajs - Lietotaja Pamaciba

Péc noklikskinasanas uz
Bezmaksas Izmégingjuma,
jas tiksiet parsatrts uz www.
DynDNS.org majas lapu
kur js varat registréties

un pieteikties DDNS
pakalpojumam.

Izlasiet noteikumus un
izvélieties ,I have read...”

levadiet jusu lietotaja
vardu, e-pasta adresi
un paroli, tad klikkiniet
Create Account (Radtt
Kontu).

Paradrsies pazinojums, ka
ir radrts jusu konts. Uz jasu
pastu ir nosutrta véstule.
Atveriet pastu un izlasiet
véstuli.

. Jusu aktivizacijas véstule ir

jasu E-pasta. Klikskiniet uz
hipersaites.

Links novedrs jds pie
pieteikSanas lapas.
Klikskiniet login
(Pieteikties).

levadiet lietotaja vardu un
paroli un tad klikskiniet
login (Pieteikties).

@DynDNs e

- - et [y i
| Cress Aresiun
Lrerm

ki il s s i b e i bt
E-mil Addiaid

i - -l Yo
o i s £ | 4 ST 1] Hted o] g W Pl
g B vt Mt bty il
Patreri

- v [y ]
[ R S NP P S —

Acoount Created

it i, B, 1 e Dt DR e W 0 T e B T ke TE o
e ] T P R
et

o i pu s ey ¢ el g g v g rene Fisd nsts e b e gy Brpey sl g b
i, & 1l 7 i At il bt T et i o B . Wl i
B | o msts s o o e s 5 e s e [ e s med B B S e o e 1 1
S b Rk b e e e e | pewsren aey jal En e ey R e

Toir DyallT wiwr accsmt "acdm@t” his besk crealed  Tou mizet vaill tha
capfirmniioh eldrasd Bales within 48 hewrs of 1 bimd tRig s"mail wad 24ab

ts complety the ssoonnl craskion pToceTs

Dar Yutie wervies sffarings ore bres, bui thep srs vapperied by sur presim

San Baip:ffowe dysding. dondservisnesd for & full Lisving of o1l of

vl availalde darviced

T cerdirn yoor scconnd, plaszs go is ids sddranz bales

b.ll'pl Jiwew, dyminn s weead £ e e 0 TN T sl gk I

Account Confirmed

(T ——— .E].. p———

B ETRAS AR Terg
mrEm i e e e
by
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9. Péc pieteikSanas jus varat

redzét So zinu. ogo=chn

Vo drd Cumintly kggisd in i aCcdust Lece

10. Izvélieties cilni Services
(Pakalpojumi).

@ DynDNS

11. Klikskiniet Add Dynamic Ayt Add Host Services
DNS Host (Pievienot g
Dinamisko DNS [ -
Resursu). o sy €1
By (0
s A Py (7
12. levadiet resursa vardu Hew Dynamic ONS™ Host
un klikskiniet Add Host
(Pievienot Resursu). s e
Hawbis Widipa
M [t pomt ey O -
13.Kad jasu resursa vards Hosiname Created
ir veiksmigi pievienots
jas varat redzét So o - :
pazinojumu. ]
P R JFE
Wit
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14. levadiet jusu bezvadu

Bezvadu Marsr

js - Lietotaja Pamaciba

marSrutizétaja DDNS P,
laukos konta informaciju. ke
| ponlitn e BRI o o
[ S e T & Y p—
Uit Mome o bapsll Ao nt
Powmmdm BONE ey~ [essssess
[ e dynimi g
s wibdca " von: ™ e
[T —— pw |
15. Klikskiniet Finish
(Pabeigts). | [ oo | o Lot |
16.Klikskiniet Save & Restart  [Bave & Restart

(Saglabat & Parladét) lai
parladétu marsrutizétaju un
aktivizétu iestadijumus.

17.Parbaudiet vai darbojas DDNS.
Klik8kiniet Start (Sakt) izvélni un
izvélieties Run... (Palais) Rakstiet
cmd un klikskiniet OK (Labi) lai
atvértu CLI terminalu.

Pyt thw Pt f @ proigy i, Folder, docianed e, o
ik et o, AP Wk, wll o # er jnd

18. Rakstiet ping account.
dyndns.org. Ja jus varat
redzét attéla redzamo
atbildi, DDNS darbojas
pareizi.
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6) Joslas Platuma Parvaldes UzstadiSana (tikai WL-520GU)

Joslas Platuma Parvalde piedava mehanismu kas kontrol€ jasu tikla
trafiku. Lai uzstadrtu joslas platuma parvaldi:

1. Klikskiniet Basic Config (Pamata Konfiguracija) lapu Joslas platuma
Parvaldes mapé. SinT lapa jus varat redzét ¢etras pogas, ieskaitot Gaming
Blaster, Internet Application (Interneta aplikacija) un VOIP/Video
Streaming (VOIP/Video Straumésana). SinT lapa jus varat klik8kinat uz
katras vientbas lai uzstadrtu tai augstaku prioritati. Péc uzklikskinasanas katrai
vienibai, burti uz pogas kltis dzelteni (skatiet attélus zemak) un zala josla aiz
tas k|ds garaka, noradot ka joslas platumam ir augstaka prioritate. Klikskiniet
Finish (Pabeigt) un Apply (Pielietot) lai pabeigtu konfiguraciju. Sekojosas
figuras attélo atskirTgus joslas platuma prioritasu uzstadrjumus:

Gaming Blaster

Bandwidth Management -- Bandwidth On Demand

Under CGareng Blaster, WL520GU ' wnll handle gaming tralfic at Brst pnonty, You can
then enjoy latency free gamang expenences|

Priaraty
Low
Ganing Btoster
imernet Appiication |EEG_—
FTP Sorver -

VolpVideo Streaming -

| Restare | | Finsh | | Apply |
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Interneta Aplikacija

Application

TUnder this mede, e-mal web brawsng, and other Internet apphcations will be

handed at firet pronty
Prioroty
Low
Goming Blastor I
mernet Apptication [
TP sercor [
Volpides Sirsaming [
[Restors | | [Feush | [oei |

VOIPNVideo Straumésana

Tnder this mede, WL520GU whll fratly manage all the andofvides traffic. Ho mare
Intenty when taliang over [P phone or watching movies onlme|

Prioroty
Low
Gaming Blaster [
Inarnet Applicaiion [

Fre Sorver I
VolpVideo Sweaming |

[ Rastore. | | [ Fish | | W’
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2. Jus varat arT konfigurét Joslas Platumu manuali noklikskinot ,,User Specify Services”.
levadiet IP adress (IP Adresi), destination port (galamérka portu) un izvélieties

priority status (prioritates statusu) no nolaizama saraksta.

User Specify Rule List Add Dl

A mocamuzn B entmes can be configured, 1 & the highest pronty and B iz the lowest

Service Hame Sougee IF Address  Destmation Port Praonty
| I 1 ¥

[he "FTP Server” mods was enabded! You can use the serol bar to reserve more upload bandandth for
WL520GU "s FTF Server Service. I you set “(%4°, 2 means that FTT' server has anly high pranty but na
eperved bandwdth

Reserved Bandwidih0 86 A — |

Lang Packel Fragmentabion

21
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5. Programmas lespéjas

ASUS WL-520GU Bezvadu Marsrutizétajs piegada vienu USB2.0 pieslégvietu
printera koplietoSanai.

1) USB Printera Koplieto$ana (tikai WL-520GU)

Jus varat savienot saderigu USB printeri ar WL-520GU USB2.0 pieslégvietu
lai koplietotu printeri ar jasu LAN lietotajiem. Sekojiet zemak atrodamajam
instrukcijam lai uzstadrtu josu datorus WL-520GU printera servera funkcijas
lietoSanai.

USB printera instaléSana

Pieslédziet jasu USB printeri WL-520GU USB2.0 pieslégvietai
aizmuguréja paneli. Lai parbaudrtu vai jasu printeris ir pareizi
uzstadits uz WL-520GU Bezvadu Marsrutizétaja, klikskiniet Status
& Log -> Status. Ja Printer Model (Printera Modelis) ir pareizs
un Printer Status (Printera Stavoklis) ir On-Line (Pieslédzies), jus varat koplietot So printeri
jasu LAN.

Piezime: Apmeklgjiet ASUS

Tikla lapu lai uzzinatu
saderigos printeru raZotajus un
modelus.

Baiem Fiass

Printera Klienta uzstadisana uz Windows XP

Sekojiet zemak redzamajiem soliem lai uzstadrtu tikla printeri uz jasu klientiem.

1. Palaidiet Printera PievienoSanas 2. lzvélieties Local printer attached to
Veidni no Start -> Printers and Faxes this computer (Vieté&jais printeris
-> Add a printer (Sakt -> Printeri un pievienots pie ST dators) un
Faksi —> Pievienot Printeri). klikskiniet Next (Talak).

Wielcrmns: 10 fhe A Prinier
W
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3. lzvélieties Create a new port (Radrit
jaunu portu) un ierakstiet porta tipa
Standard TCP/IP Port (Standarta
TCP/IP Ports), tad klikskiniet Next
(Talak).

Tmtrd Pk Pt

5. levadiet WL-520GU IP adresi lauka
Printer Name of IP Address (Printera
Vards vai IP Adrese) un tad klikskiniet
Next (Talak).

T H

It o F it g+ T gt et ey b e

b

[inas [ me =

7. Uzstadiet Protocol (Protokolu) uz
LPR un rakstiet LPRServer lauka
QueueName. Lai turpinatu rakstiet
Next (Talak).

Sud haegs

[ - X I
Fate b o 7 2 T
hama b (1]

TIL ey Liwrrn I e

| =T T L e

4.

6.

du Marsrutizétajs - Lietotaja Pamaciba

Klikskiniet Next (Talak) lai uzstadrtu
TCP/IP portu pieklasanai trkla
printerim.

b Vs 4 STAPF e Por | Wi L

Wl in By A Klorsined
TCP/ I Bricder Port Wikard

»

lzvélieties Custom (Pielagots) un
klikskiniet Settings... (lestatTjumi...).

8. Spiediet Next (Talak) lai pabeigts

standarta TCP/IP porta iestatiSanu.

23
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9. Spiediet Finish (Pabeigts) lai pabeigtu 10. Uzstadiet printera draiveri no
iestatTjumus un atgrieztos Printera izstradataja modelu saraksta. Ja jasu
Pievienosanas Veidnr. printeris nav saraksta, klikSkiniet Have

Disk (Ir Disks) lai manuali nozimétu
draivera atrasanas vietu.

11. Klikskiniet Next (Talak) lai pienemtu 12.Klikskiniet Yes (Ja) lai izdrukatu
printera nokluséto nosaukumu. printera testa lapu. KlikSkiniet Next
(Talak) lai izdrukatu.

13. Instalacija ir pabeigta. Klikskiniet
Finish (Pabeigts) lai izietu no Printera
Pievienosanas Veidna.

Lmargie ey i bl Ermirr
whzard

/ Piezime: Ja jums printeris ir jau pievienots lokali uz datora, veiciet labo Klikski

< uz printera ikonas uz izvélieties Ipastbas->Ports izvélni lai pievienotu standarta
TCP/IP portu. Klikkiniet Pievienot Portu tad izvélieties Standarta TCP/IP Ports un
klikskiniet Jauns Ports pogu. lestatjumu proceddrai skatiet 5-8 soli.

/ﬁ Piezime: Ja jus lietojas Windows 98 vai ME kas neatbalsta Standarta TCP/IP portu,
< jums ir jalieto Attalinats Ports kuru atbalsta WL-520GU.
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[6. ASUS paligprogrammu uzstadisana }

1) Paligprogrammu uzstadisana prieks WL-520GU/GC

1. Kilikskiniet Install ASUS Wireless 2. Lai turpinatu klikskiniet Next (Talak).
Router Utilities (Uzstadit ASUS
Bezvadu Marsrutizétaja Utilitas) lai
palaistu uzstadisanas programmu.

=" ASUS Wireless Rouler

3. Klikskiniet Next (Talak) lai uzstadrtu 4. Izvélieties programmas mapi un
utilitu noradrtaja vieta. klikskiniet Next (Talak).

5. Spiediet Finish (Pabeigts) lai izietu no
instalacijas programmas.
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2) EZSetup

Bezvadu LAN uzstadisana bus pabeigta divos vieglos solos. Vispirms atveriet
EZSetup utilitu no Sakt izvélnes un tad nospiediet EZSetup pogu uz aizmuguréja
panela uz 3 sekundém.

V.F Nospiediet EZSetup ITdz
et 3sek.|, un atlaidiet.

/ 1) Ja uzstadisanas poga tiek nospiesta bez EZSetup veidna paligprogrammas
= palaisanas, nomirgos PWR indikators, uz bridi apstasies interneta savienojumi, bet
tad viss bez parmainam atgriezisies normala stavoklr.

2) Lai lietotu EZSetup, més iesakam lietot tadus ASUS bezvadu adapterus ka WL-106gM,
WL-100gE un WL-169gE.

Klikkiniet utilita pogu EZSetup.

- - Piezime: Lietojiet EZSetup Veidni
rﬁ::.;f.‘:f__..-__ Zﬁ ar vienu bezvadu klientu péc kartas.
T Ja EZSetup rezima nav iespgjams

atrast bezvadu klienta datoru,
samaziniet attalumu starp klientu un
marsrutizétaju.

[ T S ——

W A Carwae et T

e T L i K1 s Ly sty 10 s s 4
wan ]

s s m——
Bt e Y mmurm e
e e
ot g e e a

a o o et
T r——_————y

- i 8 .
T bt o et e WAL

e 4 I & Gt

Bezvadu uzstadrjumi, ieskaitot trkla vardu un tikla atslégas, tiek generéti automatiski. Jus varat izmaint
$os uzstadrjumus manuali.

Piezime: Ja jusu bezvadu marsrutizétajs jau ir konfiguréts izvélieties Preserve original wireless router
settings (Saglabat originalos bezvadu marsrutizétaja uzstadijumus) lai lietotu pasreizéjas vertibas. Lai
turpinatu klikskiniet Next (Talak).
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Ja jums vajag konfigurét jisu bezvadu marsrutizétaja ISP iestatrjumus, izvélieties Configure
ISP settings (Konfigurét ISP iestatijumus), klikSkiniet Next (Talak) un sekojiet instrukcijam

lai pabeigtu iestatTjumus.

Uzstadi$ana ir pabeigta. Spiediet Print/Save
Wireless LAN Settings (Drukat/Saglabat
Bezvadu LAN lestatijumus) vélakai atsaucei.
Klikskiniet Finish (Pabeigts) lai izietu no EZSetup
paligprogrammas.

7. Traucéjummeklésana

Nevar piekat tikla parlikam vai marsrutizétaja konfiguracijai

3 ASLES | el Compiiler - Microsall Iabernel Explare
Fle Ck Vs Farorkes

Qe - x|

] T s T

Ml ] Pdwert
sy fekockes L]
Hanage Ak
Sprehworie,

Wirlows Lixiate

Ireermet Qpbars.,

1. Atveriet tikla parluku un atveriet
dialoga izvélni “Internet Options”
(»Interneta Opcijas”).

Temporan Interet files

o Pages you view on the Intemet are stored in
& Y for quick viewing later.

[ Delete Eookies...] [ Delete Files...

Histary

e

2. Klikskiniet uz “Delete Cookies”
(,lzdzést Stkfailus”) un “Delete Files”
(,lzdzest Failus”).

The History folder contains link = to pages yo
quick access to recently viewed pages.
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3
4.
5

6.

Klikskiniet Clear History (IztirTt Vésturi).
Klikskiniet Yes (Ja) un tad klikskiniet cilni Connections (Savienojumi).
lzvélieties iezvanpieejas savienojumu un spiediet pogu Settings (lestattjumi).

Nonemiet atzimes no izvélnes ratinam Automatically detect settings and use proxcy

server (Automatiski noteikt iestatTj |umus un lietot proxy serveri).

7.

Klikskiniet OK lai aizvertu Interneta Options (Opciju) dialoga logu.

Nevar Nodibinat Bezvadu Savienojumu

Arpus Diapazona:
+ Novietojiet marsrutizétaju tuvak bezvadu klientam.

. Mééiniet izmaintt kanala iestatrjumus.

Autentifikacija:
« Lietojiet vadu savienojumu lai savienotos ar marSrutizétaju.r.

+ Parbaudiet bezvadu drosTbas iestatTjumus.

+ Veiciet bezvadu marsrutizétaja aparatdras atiestatiSanu nospiezot
aizmuguréja panela AtiestatiSanas pogu uz vairak ka 5 sekundém.

Nevar atrast marsrutizétaju:

+ Veiciet bezvadu mars$rutizétaja aparatdras atiestatrsanu nospiezot aizmuguréja
panela Atiestatisanas pogu uz vairak ka 5 sekundém.

+ Parbaudiet bezvadu adaptera iestatijumus, tadus ka SSID un SifréSanas
iestatrjumus.

Nevar pieklt internetam caur bezvadu LAN adapteri

+ Novietojiet marsrutizétaju tuvak bezvadu klientam.

+ Parbaudiet vai bezvadu adapteris ir savienots ar pareizo AP.

+ Parbaudiet vai bezvadu kanals atbilst jasu valsts/apkartnes kanaliem.
+ Parbaudiet SifréSanas iestatijumus.

+ Parbaudiet vai ADSL vai Kabela savienojums ir pareizs.

* Izméginiet ar citu Ethernet kabeli.
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Internets nav pieejams

+ Parbaudiet ADSL modema un Bezvadu Marsrutizétaja gaismas

+ Parbaudiet vai Bezvadu Marsrutizétgja ,WAN’LED ir IESLEGTA. Ja LED nav
IESLEGTA, nomainiet kabeli un méginiet vélreiz.

Ja ADSL modema ,Link” gaisma ir IESLEGTA, tas nozimé ka Interneta
piekluve ir iesp&jama.

+ Parladéjiet jasu datoru.

+ Skatiet bezvadu marsrutizétaja Atras Uzstadisanas PamacTbu un izmainiet
iestatrjumus.

+ Parbaudiet vai marsrutizetaja WAN LED ir IESLEGTA vai né.
+ Parbaudiet bezvadu sifrésanas iestatTjumus.

+ Parbaudiet vai dators spéj sanemt IP adresi vai né (ar vadu pieslégumu un ar
bezvadu).

« Parliecinieties, ka jasu Tikla parlaks ir nokonfiguréts lokala LAN lietoSanai
un nav konfiguréts proxy servera lietoSanai.
Ja ADSL ,.LINK” gaisma mirgo vai ir izslégta, Interneta piekluve nav
iespéjama — Marsrutizétajs nevar nodibinat savienojumu ar ADSL tiklu.
+ Parlieciniet, ka visi vadi ir pareizi savienoti.

* Atvienojiet no ADSL vai kabela modema baro$anas vadu, pagaidiet daZas
mindtes un pievienojiet vadu atpakal.

+ Ja ADSL gaisma turpina mirgot vai paliek izslégta, sazinieties ar savu ADSL
piegadataju.

Ir aizmirsts tikla vards vai SifréSanas atslégas

- Méginiet uzstadrt vada savienojumu lai atkal veiktu bezvadu ifré$anas
uzstadrsanu.

+ Veiciet bezvadu marsrutizétaja aparatdras atiestatrsanu nospiezot aizmuguréja
panela Atiestati$anas pogu uz vairak ka 5 sekundém.

Ka atjaunot nokluseéjumus

Sekojosie ir noklusétie rapnicas iestatTjumi. Ja jls nospiezat Atjaunosanas

pogu ASUS Bezvadu Marsrutizétaja aizmuguré uz 5 sekundém, vai noklikskinat pogu
LAtjaunot” lapa ,Rupnicas Nokluséjumi” zem ,Sistémas lestatrjumi”, sekojosas
noklusétas vértibas parraksts jasu bezvadu marsrutizétaja vecos iestatijumus.

Lietotaja vards:  admin Apakstikla Maska: 255.255.255.0
Parole: admin DNS Serveris 1:  192.168.1.1
lespéjot DHCP:  Yes DNS Serveris 2:  (TukSs)

IP Adrese: 192.168.1.1 SSID: default

Doména Vards: (Tukss)
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8. Pielikums

WQF Warning Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference.

(2) This device must accept any interference received, including interference that may cause
undesired operation.

This equipment has been tested and found to comply with the limits for a class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation.

This equipment generates, uses and can radiate radio frequency energy and, if not installed
and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the receiver
is connected.

- Consult the dealer or an experienced radio/TV technician for help.

@3 CAUTION:

Any changes or modifications not expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment.

Prohibition of Co-location

This device and its antenna(s) must not be co-located or operating in conjunction with any other
antenna or transmitter

Safety Information

To maintain compliance with FCC’s RF exposure guidelines, this equipment should be
installed and operated with minimum distance 20cm between the radiator and your body. Use
on the supplied antenna.

Declaration of Conformity for R&TTE directive 1999/5/EC

Essential requirements — Article 3

Protection requirements for health and safety — Article 3.1a

Testing for electric safety according to EN 60950-1 has been conducted. These are
considered relevant and sufficient.
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Protection requirements for electromagnetic compatibility — Article 3.1b

Testing for electromagnetic compatibility according to EN 301 489-1 and EN 301 489-17 has
been conducted. These are considered relevant and sufficient.

Effective use of the radio spectrum — Article 3.2

Testing for radio test suites according to EN 300 328- 2 has been conducted. These are
considered relevant and sufficient.

CE Mark Warning

This is a Class B product, in a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.

GNU general public license

Licensing information

This product includes copyrighted third-party software licensed under the terms of the GNU
General Public License. Please see The GNU General Public License for the exact terms
and conditions of this license. We include a copy of the GPL with every CD shipped with our
product. All future firmware updates will also be accompanied with their respective source
code. Please visit our web site for updated information. Note that we do not offer direct
support for the distribution.

GNU GENERAL PUBLIC LICENSE
Version 2, June 1991
Copyright (C) 1989, 1991 Free Software Foundation, Inc.
59 Temple Place, Suite 330, Boston, MA 02111-1307 USA

Everyone is permitted to copy and distribute verbatim copies of this license document, but
changing it is not allowed.

Preamble

The licenses for most software are designed to take away your freedom to share and change
it. By contrast, the GNU General Public License is intended to guarantee your freedom to
share and change free software--to make sure the software is free for all its users. This
General Public License applies to most of the Free Software Foundation’s software and to
any other program whose authors commit to using it. (Some other Free Software Foundation
software is covered by the GNU Library General Public License instead.) You can apply it to
your programs, too.

When we speak of free software, we are referring to freedom, not price. Our
General Public Licenses are designed to make sure that you have the freedom to
distribute copies of free software (and charge for this service if you wish), that
you receive source code or can get it if you want it, that you can change the
software or use pieces of it in new free programs; and that you know you can do
these things.
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To protect your rights, we need to make restrictions that forbid anyone to deny you
these rights or to ask you to surrender the rights. These restrictions translate to certain
responsibilities for you if you distribute copies of the software, or if you modify it.

For example, if you distribute copies of such a program, whether gratis or for a fee, you must
give the recipients all the rights that you have. You must make sure that they, too, receive or
can get the source code. And you must show them these terms so they know their rights.

We protect your rights with two steps: (1) copyright the software, and (2) offer you this license
which gives you legal permission to copy, distribute and/or modify the software.

Also, for each author’s protection and ours, we want to make certain that everyone understands
that there is no warranty for this free software. If the software is modified by someone else and
passed on, we want its recipients to know that what they have is not the original, so that any
problems introduced by others will not reflect on the original authors’ reputations.

Finally, any free program is threatened constantly by software patents. We wish to avoid the
danger that redistributors of a free program will individually obtain patent licenses, in effect
making the program proprietary. To prevent this, we have made it clear that any patent must
be licensed for everyone’s free use or not licensed at all.

The precise terms and conditions for copying, distribution and modification follow.

Terms & conditions for copying, distribution, & modification

0. This License applies to any program or other work which contains a notice placed by
the copyright holder saying it may be distributed under the terms of this General Public
License. The “Program”, below, refers to any such program or work, and a “work based
on the Program” means either the Program or any derivative work under copyright law:
that is to say, a work containing the Program or a portion of it, either verbatim or with
modifications and/or translated into another language. (Hereinafter, translation is included
without limitation in the term “modification”.) Each licensee is addressed as “you”.

Activities other than copying, distribution and modification are not covered by this License;
they are outside its scope. The act of running the Program is not restricted, and the
output from the Program is covered only if its contents constitute a work based on the
Program (independent of having been made by running the Program). Whether that is
true depends on what the Program does.

1. You may copy and distribute verbatim copies of the Program’s source code as you
receive it, in any medium, provided that you conspicuously and appropriately publish on
each copy an appropriate copyright notice and disclaimer of warranty; keep intact all the
notices that refer to this License and to the absence of any warranty; and give any other
recipients of the Program a copy of this License along with the Program.

You may charge a fee for the physical act of transferring a copy, and you may at your
option offer warranty protection in exchange for a fee.

2. You may modify your copy or copies of the Program or any portion of it, thus forming a
work based on the Program, and copy and distribute such modifications or work under the
terms of Section 1 above, provided that you also meet all of these conditions:

a) You must cause the modified files to carry prominent notices stating that you changed
the files and the date of any change.

b) You must cause any work that you distribute or publish, that in whole or in part contains
or is derived from the Program or any part thereof, to be licensed as a whole at no charge
to all third parties under the terms of this License.
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c) If the modified program normally reads commands interactively when run, you must
cause it, when started running for such interactive use in the most ordinary way, to print or
display an announcement including an appropriate copyright notice and a notice that there
is no warranty (or else, saying that you provide a warranty) and that users may redistribute
the program under these conditions, and telling the user how to view a copy of this

License. (Exception: if the Program itself is interactive but does not normally print such an
announcement, your work based on the Program is not required to print an announcement.)

These requirements apply to the modified work as a whole. If identifiable sections of that
work are not derived from the Program, and can be reasonably considered independent
and separate works in themselves, then this License, and its terms, do not apply to those
sections when you distribute them as separate works. But when you distribute the same
sections as part of a whole which is a work based on the Program, the distribution of the
whole must be on the terms of this License, whose permissions for other licensees extend
to the entire whole, and thus to each and every part regardless of who wrote it.

Thus, it is not the intent of this section to claim rights or contest your rights to work written
entirely by you; rather, the intent is to exercise the right to control the distribution of
derivative or collective works based on the Program.

In addition, mere aggregation of another work not based on the Program with the
Program (or with a work based on the Program) on a volume of a storage or distribution
medium does not bring the other work under the scope of this License.

. You may copy and distribute the Program (or a work based on it, under Section 2) in
object code or executable form under the terms of Sections 1 and 2 above provided that
you also do one of the following:

a) Accompany it with the complete corresponding machine-readable source code, which
must be distributed under the terms of Sections 1 and 2 above on a medium customarily
used for software interchange; or,

b) Accompany it with a written offer, valid for at least three years, to give any third party,
for a charge no more than your cost of physically performing source distribution, a
complete machine-readable copy of the corresponding source code, to be distributed
under the terms of Sections 1 and 2 above on a medium customarily used for software
interchange; or,

¢) Accompany it with the information you received as to the offer to distribute
corresponding source code. (This alternative is allowed only for noncommercial
distribution and only if you received the program in object code or executable form with
such an offer, in accord with Subsection b above.)

The source code for a work means the preferred form of the work for making
modifications to it. For an executable work, complete source code means all the source
code for all modules it contains, plus any associated interface definition files, plus the
scripts used to control compilation and installation of the executable. However, as a
special exception, the source code distributed need not include anything that is normally
distributed (in either source or binary form) with the major components (compiler, kernel,
and so on) of the operating system on which the executable runs, unless that component
itself accompanies the executable.

If distribution of executable or object code is made by offering access to copy from a
designated place, then offering equivalent access to copy the source code from the
same place counts as distribution of the source code, even though third parties are not
compelled to copy the source along with the object code.
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4. You may not copy, modify, sublicense, or distribute the Program except as expressly

provided under this License. Any attempt otherwise to copy, modify, sublicense or distribute
the Program is void, and will automatically terminate your rights under this License.
However, parties who have received copies, or rights, from you under this License will not
have their licenses terminated so long as such parties remain in full compliance.

. You are not required to accept this License, since you have not signed it. However,

nothing else grants you permission to modify or distribute the Program or its derivative
works. These actions are prohibited by law if you do not accept this License. Therefore,
by modifying or distributing the Program (or any work based on the Program), you
indicate your acceptance of this License to do so, and all its terms and conditions for
copying, distributing or modifying the Program or works based on it.

. Each time you redistribute the Program (or any work based on the Program), the

recipient automatically receives a license from the original licensor to copy, distribute
or modify the Program subject to these terms and conditions. You may not impose any
further restrictions on the recipients’ exercise of the rights granted herein. You are not
responsible for enforcing compliance by third parties to this License.

. If, as a consequence of a court judgment or allegation of patent infringement or for any

other reason (not limited to patent issues), conditions are imposed on you (whether by
court order, agreement or otherwise) that contradict the conditions of this License, they
do not excuse you from the conditions of this License. If you cannot distribute so as

to satisfy simultaneously your obligations under this License and any other pertinent
obligations, then as a consequence you may not distribute the Program at all. For
example, if a patent license would not permit royalty-free redistribution of the Program
by all those who receive copies directly or indirectly through you, then the only way you
could satisfy both it and this License would be to refrain entirely from distribution of the
Program.

If any portion of this section is held invalid or unenforceable under any particular
circumstance, the balance of the section is intended to apply and the section as a whole
is intended to apply in other circumstances.

It is not the purpose of this section to induce you to infringe any patents or other property
right claims or to contest validity of any such claims; this section has the sole purpose

of protecting the integrity of the free software distribution system, which is implemented
by public license practices. Many people have made generous contributions to the wide
range of software distributed through that system in reliance on consistent application

of that system; it is up to the author/donor to decide if he or she is willing to distribute
software through any other system and a licensee cannot impose that choice.

This section is intended to make thoroughly clear what is believed to be a consequence of
the rest of this License.

. If the distribution and/or use of the Program is restricted in certain countries either by

patents or by copyrighted interfaces, the original copyright holder who places the Program
under this License may add an explicit geographical distribution limitation excluding those
countries, so that distribution is permitted only in or among countries not thus excluded.

In such case, this License incorporates the limitation as if written in the body of this
License.

. The Free Software Foundation may publish revised and/or new versions of the General

Public License from time to time. Such new versions will be similar in spirit to the present
version, but may differ in detail to address new problems or concerns.
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Each version is given a distinguishing version number. If the Program specifies a

version number of this License which applies to it and “any later version”, you have the
option of following the terms and conditions either of that version or of any later version
published by the Free Software Foundation. If the Program does not specify a version
number of this License, you may choose any version ever published by the Free Software
Foundation.

If you wish to incorporate parts of the Program into other free programs whose
distribution conditions are different, write to the author to ask for permission. For software
which is copyrighted by the Free Software Foundation, write to the Free Software
Foundation; we sometimes make exceptions for this. Our decision will be guided by

the two goals of preserving the free status of all derivatives of our free software and of
promoting the sharing and reuse of software generally.

NO WARRANTY

11.

12.

BECAUSE THE PROGRAM IS LICENSED FREE OF CHARGE, THERE IS NO
WARRANTY FOR THE PROGRAM, TO THE EXTENT PERMITTED BY APPLICABLE
LAW. EXCEPT WHEN OTHERWISE STATED IN WRITING THE COPYRIGHT
HOLDERS AND/OR OTHER PARTIES PROVIDE THE PROGRAM “AS IS” WITHOUT
WARRANTY OF ANY KIND, EITHER EXPRESSED OR IMPLIED, INCLUDING,

BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND
FITNESS FOR A PARTICULAR PURPOSE. THE ENTIRE RISK AS TO THE QUALITY
AND PERFORMANCE OF THE PROGRAM IS WITH YOU. SHOULD THE PROGRAM
PROVE DEFECTIVE, YOU ASSUME THE COST OF ALL NECESSARY SERVICING,
REPAIR OR CORRECTION.

IN NO EVENT UNLESS REQUIRED BY APPLICABLE LAW OR AGREED TO IN
WRITING WILL ANY COPYRIGHT HOLDER, OR ANY OTHER PARTY WHO MAY
MODIFY AND/OR REDISTRIBUTE THE PROGRAM AS PERMITTED ABOVE, BE
LIABLE TO YOU FOR DAMAGES, INCLUDING ANY GENERAL, SPECIAL, INCIDENTAL
OR CONSEQUENTIAL DAMAGES ARISING OUT OF THE USE OR INABILITY TO USE
THE PROGRAM (INCLUDING BUT NOT LIMITED TO LOSS OF DATA OR DATA BEING
RENDERED INACCURATE OR LOSSES SUSTAINED BY YOU OR THIRD PARTIES OR
A FAILURE OF THE PROGRAM TO OPERATE WITH ANY OTHER PROGRAMS), EVEN
IF SUCH HOLDER OR OTHER PARTY HAS BEEN ADVISED OF THE POSSIBILITY OF
SUCH DAMAGES.

END OF TERMS AND CONDITIONS
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WL-520GU/GC konfiguréSana uz Vista OS

Windows Simple Config funkcija kura ir uzstadita uz ASUS WL-520GU/GC, lauj ierici

konfigurét ar Vindows Vista WCN Net procesu.
/ Piezime: Windows Vista WCN Net process var ierici atrast un nokonfigurét tikai tad
- kad ta nav nokonfiguréta un ir nokluséto iestattjumu stavoklr. Ja ierice ir nokonfiguréta,

jums ta ir jauzstada caur Trklu vai EZSetup. JUs varat arT nospiest pogu Atiestatrt un
tad sakt WCN-NET uzstadisanu.

/ Piezime: WL-520GC neatbalsta WCN uzstadisanu, bet joprojam strada labi ar
< Windows Vista lietojot WEB config vai EZSetup.

1) lerices konfiguréSana

Sekojiet zemak atrodamajiem soliem lai konfigurétu ierici lietojot Windows Vista WCN-NET procesu.

1. Savienojiet ierici ar jasu PC un ieslédziet to

2. Klikskiniet Start -> Network (Sakt ->Ttkls) uz Vistas ekranvirsmas. Paradisies Trkla
ekrans (ka redzams zemak).
3. Divreiz uzklikskiniet uz ASUS Wireless Router.

& § Bbwork [ P | o o

Mama Cotegory  Wodgmap  Wework lscation
]

1 e S Wk Reuter 55 Wrekens B
E —
oo

L WTETAdd

e
g. "
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Paradrsies ekrans, kurs prasts jums ievadit jasu ierrces PIN kodu. PIN kods ir
atrodams uz uzlimes, kas ir uzliméta uz ierices.

4. levadiet PIN kodu PIN lauka un klikskiniet Next (Talak).

looy Configuees WCH devce

Type the PIN for the selected device

To cenfigunt thit Sevace For ube o ypoul netwisric Type the FIN, Vou can fnd the PIM inthe
il prenatasn thil cime veth the devees of &0 @ ik on the dnage

i

1234500

¥| Desplay chasscien

[ tiet || Concel

4. Nosauciet tTklu un levadiet Tikla vardu lauka Network name (Tikla Vards), tad klikskiniet
Next (Talak).

== e
g Conhgure 8 WEN deace

Give your network a name

Choose 8 naene that people wiha connect to pour netwerk wall recognine
Mebwnri snme (S50

ASLFS WISTA_ Motk
Wil £ By up to 32 befiens oF nusmbert
Thet—T|  Cancel
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Tiek radrta atslégas fraze trkla WPA drosibai.

5. No 8T ekrana klikskiniet Next (Talak).

= &
g Configuee a WCH desce
Help make your network more secure with a passphrase
Windows will use the passphrace provided below to generate o 1P secusity ey for you. The fimt
tirmse that pecple connect o this network, they walll need the passphrase.
Passphrase:
NGodX6LgwdLCEL1Z26alb
The passphease must be ot lest § charscters and cannot Begin or end with 3 space
¥ Dicplay charactens
by Cotien
| hem Cancel |

Ja jus vélaties jas varat radit atSkirTgu atslégas frazi, klikSkiniet create a different
passphrase for me (Izveidot man citu atslégas frazi). Ja jus vélaties radit citadaku
drostbas metodi, nevis WPA-Personal, klikSkiniet Show advanced network security

options (Paradit paplaSinatas tikla droStbas iespéjas).

Zemak ir paraditi ekrani “Create a different passphrase” (,lzveidot man citu atslégas

frazi”) un “Security methods” (,Drosibas metodes”).
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Radrt citu atslégas frazi

oo e

@ Configure 8 WCN deace

Choose advanced network security options

Wi recommend uting Wi-Fi Protected Acoets I (WPAZ-Personall becaute A provides better
sesumily, but il is not suppoted by devices made before 2001,

Securty method:
'WPA-Fersonal =

Security key or passphrases
MEdBK2TjRAt IDdhafivkll

+ DEsplay charscten

Creste » different secunty ke or passphrase foome

| Mt Cancel

Cetras Drosibas metodes

=il
@ Configure a WCN device

Choose advanced network security options

‘We recomenend using Wi-Fi Protected Access 2 (WPAZ-Personal] because it pronades better
secuny, bat it is not supported by devices made befone 2001

Secumity method:

WPAD-Pemanad
WEP
Mo Security

¥ Display characters

cieabe o detfenent pecanty kiy of peiiphrane for me
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6. Kad augstak redzamajos ekranos esat pabeidzis konfiguraciju, klikskiniet Next (Talak).
Paradas pabeigtas konfiguracijas logs, ka redzams zemak. Klikskiniet Close (Aizveért) lai

pabeigtu procesu un izietu.

o B
iy - Configuee s WCN dewice
Configured the selected device for ASUS_VISTA_MNetwork
B this cen be used wiredessly, you can disconmect the cable.
To use this with ather network computers, you might need bo install the appropnate drvers fiest
t ==
.-L_ i

2) Tikla koplietoSanas centra uzstadisana

Sekojiet soliem zemak lai uzstaditu tikla koplietosanas centru un |autu

lietotajiem koplietot printerus, failus un médijus.
1. Savienojiet ierTci ar datoru un ieslédziet.

2. Klikskiniet Navigacijas Josla Network and Sharing Center (Tikla un Koplietosanas
Centrs). Paradisies ekrans Network and Sharing Center.
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F focumants

E futem
Bt

B Seendy CRangad
B Gasche

b Pusic

M Gk here 1o open Network and Shaning Center

Frodibini Ll

-

3. Klikskiniet Set up a wireless router or network (Uzstadrt bezvadu marsrutizétaju vai
trklu).

L) [ v ot Prne o Fortwork st haing Cortr = [ 43 || sewes Pl

Metwork ard Sharing Center

TR AGUE st
[The cerrpputadi
e us C umnmanm
Click here to setup a network
Lestal oy
[ L3l b ©orrars e Nowa (e

B Sharing wnd Discoveny

et Dy

e Py

O TR TUN T EE PR e

e reye il oy e et bt | e b

e

Meteaed ez iieary @ o

Fide amrg &0

b heder 1hanng = o w
Sow e Fortus aieeg @ 01 fme e b -
FIETET S Primarl paed amay 8 0n L
il N nharng & o .
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3. lzvélieties Set up a wireless router or access point (Uzstadit bezvadu marsrutizétaju
vai pieejas punktu), tad klikskiniet Next (Talak).

- e
loo W Selup u connection or network
Choose a connection optian
Conmect to the Il
L Pl T R i < S
Connect to |nn-ufkpl_|u
@' l_:tlnnm to @ Bhuctooth perional sea netwerk (PAN])
Bt ||| Cancel
4. Klikskiniet Next (Talak).
| T o e

@ TF et up b wireless FOUREr OF BCORLE ROINE

Set up a hame or small business network

I o hiave multiple computers in your home or business, you can set up » nebwork o connect ta
them. et do [nesd to et s s nebeerk?

This wizard helps yous
- Configure » wineless router or access point
- 5t up file and printer sharing

Save network seftings and get instructions for connecting other computers amd devices to your
bl

- The wizsrd will make this & privele network

Depending ea pour Actwors hardware, some of the eplion] sbove might ot Be avadable,
Crthver mctrovtaes:

Connert o 8 metwnty

[ o i A e
281 yp file Srvdd prwn

I.:ln{i
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5. Ekrana, kurs paradisies, ievadiet tikla vardu lauka Network name (Tikla Vards), tad
klikskiniet Next (Talak). WPA drosbai tiks generéta atslégas fraze.

[zl B e

Q B e U b vertlen e 7 BEOEHT it

Give your network a name

Choose § rame that people who connect to your nebwork will recognine

Mk nanne (550G

AS VT & _Netwark]

You can type up to 32 letten or numbers.

[t ]| concw

6. Klikskiniet Next (Talak). Ja jus vélaties lietot citas drosThas metodes ka WPA-Personal,
klikskiniet Show advanced network security options (Paradit paplasinatas trkla
drosibas iespéjas ity).

.g B St ey SOUTET Or ACORL peint

Help make vour netwaork more secure with a passphrase
Windiows vl use the prscp e proviced belesw bo gererate § VWA secungy key for you. Tae firt

Hirmee that pecple connect bo this metwork, Bhey will need the pesgphiase

Paaghause:

Sh3AxP3AgFHOVZEnNMTEY4

The pasepheade must B4 ot least B charactens and cannct Begin or end with a igace

o Dhsplay charscter

[ het || cCancal |
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7. lzvélieties drostbas metodi un klikskiniet Next (Talak).

@ KF ot uip & wardEs FOUTER O SC0ETE POINE

Choose advanced netwark security options

We recommend wting 'Wi-Fi Protected Access 2 (WPAL-Persoral] becaune it prondides better
security, bt i i ot sapperted by devices made before 2001,

Loty methes

| WPA-Peransd b
'WPA-Perronal
WPAD - Peronal |

MoSecurty |

o Display charscten

Crmate o diffaress pecusity Ley of pagsphane for me

Paradrsies ekrans, kurs prasis jums ievadit jasu ierices PIN kodu. levadiet PIN kodu,

kur$ ir atrodams uz uzlimes uz ierices, un klikSkiniet Next (Talak).

@ B St up 8 wrel e pouter o Booess point

Type the PIN for ASUS Wireless Router

To eenfupate thit deace fad uie on youl Retwark type the PR, You cin fnd 1he PIN in the
sdgrmation thal came with e device or on s sticker on the dease

FH
113435670

o Dinplery charmciers
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9. lzvélieties failu un printeru koplietosanas opciju un klikSkiniet Next (Talak).

@ KF Grt i B wrEETs FOUTER O SC0ETE POINE

Chaose file and printer sharing options
W ) Do net sl file and geinter tharing
Wiou can set up file snd prnter shanng later by gesmg to Network and Shanng Center n Control

Panel

0 ) Allew tharng with arpene with & uber a<count and paitwerd for tha computer
Fdies an wour Pubhe (oider amd shared prrden sttached 1o this computer will be s<oessible.

¥ 7 allow sharng with aryene on the same netsork 21 this computes
Files i your Pubhc folder and shared printens sttached 1o this compater vl be scoessible

# Jieep the custom seffings | cummently have

Paradisies zemak redzamais ekrans, kas paradrs, ka uzstadisana ir pabeigta.

(=)
\ooy W Setup s wredess router of access pet

ASUIS VISTA_Metwork was set up. Print or save network settings

Wesu will need to provide the following information to others b comnect to this networio

Hetwenrk Kame  S5U% VI TA_Netwark
Passphrase  TopiXFHYTurySRObuSY

+ View settings

Chasose the to veew settingn ared setructions: for # :‘-‘l-ﬂ] computens snd devices ba your
mietwonk that yo can saee or print

+ Save settings to a USE flash drive
Chagze tha to uie 5 USE fash Sirve be sdd wineless deades bnd (om@Uiers running

Windieres 10 or Windern Vigta 10 yous netsworic, You il slpp have the epticn 1o peint the
ettings and imnuctinnt.

Z
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10.No augstak redzama ekrana jds varat izvéléties View settings (Skatit iestatTjumus)
vai Save settings to a USB flash drive (Saglabat iestatTjumus uz USB zibatminas).
Zemak ir paraditi attiecigie ekrani.

Ekrans Skatit iestatTjumus

iR =
Gls [t Yew [man  Foessl Hep

Do &2 A -

e g 1 = e Wi ,!I.,IRFE'-. =

_é . T T — T B T -

ddd a device or compuler 1o a wireless network using a USE flash drive 3

The sy you 334 3 dewce or Lompeler 10 Youl AN depatds R the Tioe Of seteon aduober b
nd B verion of Wisdiows you e runsing. Felow T indrectiens Below for sadh tpd of
CAMSUBET SF Srack thit pou mant £ B34 1o poer ARtmert

Vaur metwork hus the following settings
Figbucek rome

A5 _WIETA et
Mtk seuriy kiy Tassphease

L S

T add a wireless compuier runming Windoees Vista

L. Log D810 The Compuer.

2 Fiugthe LEE flash drive imlo & LISE port oa the computt

i bBtw dalog box ek Wirsless Metwork Setup Wizard Thee woll cie the wetnge
sarvdd on Thee USE iy drive and sstomatically connec The computer 52 the network
Wioup sl el & confrmaton when pou e monnected 0 e Retsori
Tio vaily bt yo@ added e compuber succeiiialy ok T Bl buBon, and B dhi
Mutwark. You theld Be sble 1o s 0o for B compatnr you added and foe P other
caMmguten ind devioes Al e it of Be Retmor,

Te add a whreless computer ninming Windows XP

Erutrae) T LHY biTes

Ekrans Saglabat iestatijumus uz USB zibatminas

@ T Set up a wrelest 1ot or scoert poset
Insert the LISE flash drive into this computer

Plug the USE flezh deive into 2 USE port on your computer, and then sebect the diive from
the Int below.

A e

Save petbangs o
B —
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11. Kad paradas ekrans Save settings to a USB flash drive screen (Saglabat
iestatTjumus uz USB zibatminas), iespraudiet jusu datora USB zibatminu, izvélieties
dzini no laukuma Save settings to (Saglabat iestatTjumus uz) un klikskiniet Next
(Talak). lestattjumi tiks saglabati uz USB dzina.

Péc tam kad ir pabeigts saglabasanas process, paradisies ekrans, kas pamacrs jus ka
pievienot tiklam citas ierices. Lai pievienotu jusu tTklam citus datorus un ierices, sekojiet
instrukcijam.

[E=S R T

) ' St uap & veirslen FOUTET o SCORE Poind

To add a device or computer, follow these instructions

1 Remave the USE flath drive frem thic computer

2 Frvert thie USE Mlash dikoe inda & USE pon on the dedcs o the computter, ([Campiters maut be
manning Wedows KF or Windows Vista ]

3 For dences, follow the instructions in the information thast came with the device, or on the
LCD of the device, if applicable.

Fou mogre detalled ingiyctigns, click hre

Repeat steps 1 and 3 for sach device of computer that you want 1o add




